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Abstract
The Compton camera is a promising alternative to the Anger camera for imaging
gamma radiation, with the potential to significantly increase the sensitivity of SPECT.
Two-dimensional Compton camera image reconstruction can be implemented by inver-
sion of the V-line transform, which integrates the emission distribution over V-lines
(unions of two half-lines), that have vertices on a surrounding detector array. Inversion
of the V-line transform without attenuation has recently been addressed by several au-
thors. However, it is well known from standard SPECT that ignoring attenuation can
significantly degrade the quality of the reconstructed image. In this paper we address
this issue and study the attenuated V-line transform accounting for attenuation of
photons in SPECT with Compton cameras. We derive an analytic inversion approach
based on circular harmonics expansion, and show uniqueness of reconstruction for the
attenuated V-line transform. We further develop a discrete image reconstruction algo-
rithm based on our analytic studies, and present numerical results that demonstrate
the effectiveness of our algorithm.
Keywords: Compton cameras, SPECT, attenuation correction, V-line transform,
Radon transform, image reconstruction.
1 Introduction
Single photon emission computed tomography (SPECT) is a major medical diagnosis tool
for functional imaging. Current SPECT systems are based on the Anger camera for gamma
ray detection [5], which uses collimators and typically records only one out of 10 000 actually
emitted photons. This yields to a large noise level despite long recording times, and conse-
quently results in poor spatial and temporal resolution. In order to increase the number of
recorded photons, the concept of Compton cameras has been developed in [13, 33, 38].
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Figure 1.1: (a) Compton camera consists of two detector arrays and any observed photon can
be traced back to the surface of a cone. (b) One-dimensional circular Compton camera. The
conical integrals reduce to integrals over V-shaped, with the vertex on SR and the symmetry
axis pointing to the origin.
The data in SPECT with Compton cameras consist of averages of the marker distribution
over conical surfaces or V-shaped lines. Several authors studied analytical approaches for
image reconstruction from Compton camera data [1,7,8,11,14,16,19,20,22,24–27,32,34–36].
However, in all these works the effect of the attenuation of photon has been neglected. As
in the case of standard SPECT, this can result in significant degradation of image quality.
In this work we establish a analytic reconstruction approach for Compton camera imaging
accounting for attenuation, which, to the best of our knowledge, is the first in such a direction.
1.1 SPECT with Compton cameras
In SPECT, weakly radioactive tracers are given to a patient and are detected through the
emission of gamma ray photons. Standard devices for photon detection in SPECT use Anger
cameras based on collimation. These kind of detectors only record photons that enter the
detector vertically and therefore remove most photons. Compton cameras do not require
a collimator and in principle are capable of recording all photons that are emitted in the
direction of the detector array [13,33,38]. Such devices consist of a scatter detector array A
and an absorption detector array B. As shown in Fig. 1.1(a), a gamma ray photon arriving
at the Compton camera undergoes Compton scattering in A and is absorbed in B. Both
detector arrays are position and energy sensitive, and the measured energies can be used to
determine the scattering angle via the Compton scattering formula. One concludes that the
detected photon must have been emitted on the surface of a circular cone. Consequently,
for a distribution of tracers, the Compton camera approximately provides integrals of the
marker distribution over conical surfaces.
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In this paper we consider two-dimensional Compton camera imaging, where the conical
surfaces reduce to V-lines with vertices on a circle; see Fig. 1.1(b). This two-dimensional
version arises for one-dimensional Compton camera proposed in [6] when the marker distri-
bution is either supported in a plane or the detectors are collimated to this plane.
1.2 The attenuated V-line transform
We denote by DR := {x ∈ R2 | ‖x‖ < R} the unit disc in R2 and by SR the surrounding
circle. C∞c (DR) denotes the set of all smooth functions f : R
2 → R with supp(f) ⊆ DR.
For any angle ϕ ∈ R we write Φ(ϕ) := (cosϕ, sinϕ) and Φ(ϕ)⊥ := (− sinϕ, cosϕ) such
that (Φ(ϕ),Φ(ϕ)⊥) forms a positive oriented orthonormal basis of R2. Further we denote
by µ ∈ R any attenuation value. In practice we have µ ≥ 0. However since most of the
following holds for general µ, we make restrictions on µ only when necessary.
Definition 1.1. The attenuated V-line transform Vµf : [0, 2π)× (0, π/2)→ R (with atten-
uation parameter µ) of f ∈ C∞c (DR) is defined by
Vµf(ϕ, ψ) :=
∑
σ=±1
∫ ∞
0
f(RΦ(ϕ)− rΦ(ϕ− σψ)) e−µr dr . (1.1)
The attenuated V-line transform consists of integrals of the emitter distribution over V-
lines (the union of two half-lines) having the vertex RΦ(ϕ), symmetry axis {−rΦ(ϕ) | r > 0}
and half opening angle ψ. The factor e−µr accounts for the attenuation of photons when
propagating a distance r in homogeneous media with attenuation value µ. In our numerical
simulation studies we use µ = 0.15 /cm, which is a realistic value for soft tissue.
1.3 Outline of main results
In this paper we study the problem of reconstructing the emitter distribution f from Vµf .
Our main contributions can be summarized as follows.
➀ Fourier series decomposition: Let fn and gn denote the Fourier coefficients with
respect to the polar angle of f and the vertex position of Vµf , respectively. In Section 2,
we derive an integral equation for fn in terms of gn with an explicitly given kernel of
the generalized Abel type (see Eq. (2.10)).
➁ Uniqueness of reconstruction: In Section 3 we show that the generalized Abel
equation (2.10) has a unique solution and therefore fn can be uniquely recovered from
gn by solving (2.10); see Thm. 3.2. In particular, this implies uniqueness of reconstruc-
tion of the attenuated V-line transform in the sense that any data Vµf corresponds to
exactly one emitter distribution f .
➂ Numerical algorithm: In Section 4 we derive a numerical algorithm for solv-
ing (2.10). Together with the FFT algorithm, this gives an efficient Fourier discrete
reconstruction algorithm for reconstructing f from Vµf . The proposed algorithm re-
quires only O(N2) floating point operations for reconstructing f at N discretization
points.
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➃ Numerical studies: In Section 5 we present detailed numerical simulation stud-
ies and demonstrate that our algorithm yields accurate and fast reconstructions for
data with and without Poisson noise. For reconstructing f at 40 000 discretization
points, our algorithm only requires about 1/40 seconds on a standard PC. We further
demonstrate that our method is stable with respect to the selection of the parameters
involved.
To the best of our knowledge, these are the first analytic results for Compton camera
image reconstruction accounting for non-vanishing attenuation.
For other Radon transforms, similar approaches have been previously and successfully
applied in [2–4, 10, 17, 28, 30, 42]. However, in all these works the arising integral equations
satisfy standard conditions needed in order to apply standard well-posedness results for
generalized Abel equations. For (2.10), one main assumption required for such results is
violated, since the kernels turn out to have zeros on the diagonal. Nevertheless, by using
a recent result of [32] we are able to establish solution uniqueness of the attenuated V-line
transform.
2 Fourier series decomposition
Throughout the following, µ ∈ R denotes a fixed attenuation value. Our inversion approach
uses the Fourier series with respect to the angular variables,
f (rΦ(ϕ)) =
∑
n∈Z
fn(r) e
inϕ , (2.1)
(Vµf)(ϕ, ψ) =
∑
n∈Z
gn(ψ) e
inϕ , (2.2)
where the Fourier coefficients of the emitter distribution and the corresponding attenuated
V-line data are defined by
fn(r) :=
1
2π
∫ 2π
0
f(rΦ(ϕ)) e−inϕdϕ , (2.3)
gn(ψ) :=
1
2π
∫ 2π
0
(Vµf)(ϕ, ψ) e−inϕdϕ . (2.4)
Our strategy for inverting Vµ is to recover each fn from gn. For that purpose we derive a
one-dimensional integral equation for fn in terms of gn, which will subsequently be solved
theoretically and numerically.
We will make use of the exponential Radon transform Tµf : [0, 2π)× R→ R defined by
(Tµf)(α, s) :=
∫
R
f(sΦ(α) + tΦ(α)⊥) eµt dt . (2.5)
The exponential Radon transform integrates the function f over the line {x ∈ R2 | Φ(α) • x = s}
including the weight eµt. It appears in image reconstruction in SPECT with Anger cameras.
Its inversion has been addressed by many authors (see, for example, [9, 19, 21, 30, 39, 41]).
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2.1 Auxiliary results
We start our analysis by writing Vµf as the sum of two exponential Radon transforms.
Lemma 2.1. Suppose f ∈ C∞c (DR). Then
(Vµf)(ϕ, ψ) = e−Rµ cos(ψ)
∑
σ=±1
(T−µf)(π/2 + ϕ− σψ, σR sin(ψ)) . (2.6)
Proof. With α := π
2
+ ϕ− σψ we have Φ(ϕ− σψ) = −Φ(α)⊥. A change of variables yields∫ ∞
0
f(RΦ(ϕ)− rΦ(ϕ− σψ)) e−µr dr
=
∫ ∞
−R cos(ψ)
f(σR sin(ψ)Φ(α) + tΦ(α)⊥) e−µ(R cos(ψ)+t) dt
= e−µR cos(ψ)
∫
R
f(σR sin(ψ)Φ(α) + tΦ(α)⊥) e−tµ dt
= e−µR cos(ψ)(T−µf)(π/2 + ϕ− σψ, σR sin(ψ)) .
Together with the definition of Vµf , this gives (2.6).
Lemma 2.2. Let f ∈ C∞c (DR) and denote by (T−µf)n(s) := 12π
∫ 2π
0
(T−µf)(α, s) e−inαdα.
Then, for (n, s) ∈ Z× R,
(T−µf)n(s) =
∑
σ=±1
∫ R
|s|
fn(r) e
σµ
√
r2−s2e−inσ arccos(s/r)
r√
r2 − s2 dr . (2.7)
Proof. Using the definitions of the Fourier coefficients, the exponential Radon transform and
the one-dimensional δ-distribution, we obtain
2π(T−µf)n(s)
=
∫ 2π
0
∫
R
f(sΦ(α) + tΦ(α)⊥) e−µt e−inα dt dα
=
∫ 2π
0
∫
R2
f(x)δ(x •Φ(α)− s) e−µx•Φ(α)⊥ e−inα dx dα
=
∫ 2π
0
∫ 2π
0
∫ ∞
0
f(rΦ(ω))δ(r cos(ω − α)− s)
× e−µr sin(ω−α) e−inα r dr dω dα
=
∫ 2π
0
∫ 2π
0
∫ ∞
0
f(rΦ(ω))δ(r cos(u)− s)
× e−µr sin(u) e−inω einu r dr dω du
= 2π
∫ 2π
0
∫ ∞
0
fn(r)δ(r cos(u)− s) e−µr sin(u) einu r dr du .
Recall δ(g(u)) =
∑
i
δ(ui)
|g′(ui)| , where the sum is taken over all simple zeros of g. The ze-
ros of g(u) = r cos(u) − s are given by u± = ± arccos(s/r). They satisfy |g′(ui)| =
r |sin(arccos(s/r))| = √r2 − s2, which yields (2.7).
5
2.2 Relation between the Fourier coefficients
In this section we derive two different relations between fn and gn. The first one (Thm. 2.3)
is well suited for the numerical implementation, see Section 4. The second one (Lem. 2.4)
will be used for uniqueness of reconstruction.
Theorem 2.3 (Generalized Abel equation for fn). Suppose f ∈ C∞c (DR), and let fn and gn
for n ∈ Z denote the Fourier coefficients of f and Vµf . Then,
∀ψ ∈ (0, π/2) : gn(ψ) = 2e−µR cos(ψ)
∫ R
R sin(ψ)
fn(r)
r Kn(R sin(ψ), r)√
r2 −R2 sin(ψ)2 dr , (2.8)
with the kernel function
Kn(s, r) :=
∑
σ=±1
σneσµ
√
r2−s2 cos
(
n(arcsin( s
r
)− σ arcsin( s
R
))
)
. (2.9)
Proof. By Lem. 2.1 we have
eµR cos(ψ)gn(ψ)
=
∑
σ=±1
ein(π/2−σψ)(T−µf)n(σR sin(ψ))
= in
∑
σ=±1
e−inσψ(T−µf)n(σR sin(ψ)) .
Setting s := R sin(ψ) and using Lemma 2.2, we obtain
(−i)neµR cos(ψ)gn(ψ)
=
∑
σ1,σ2=±1
∫ R
s
[ r fn(r)√
r2 − s2 e
−inσ1ψ
× eσ2µ
√
r2−s2e−inσ2 arccos(σ1s/r)
]
dr
=
∑
σ1,σ2=±1
∫ R
s
[ r fn(r)√
r2 − s2 e
−inσ1ψσn1
× eσ2µ
√
r2−s2e−σ1σ2in arccos(s/r)
]
dr
= (−i)n
∑
σ1,σ2=±1
∫ R
s
[ r fn(r)√
r2 − s2 e
−inσ1ψ
× σn2 eσ2µ
√
r2−s2eσ1σ2in arcsin(s/r)
]
dr
= 2 (−i)n
∑
σ2=±1
∫ R
s
[ r fn(r)√
r2 − s2σ
n
2 e
µσ2
√
r2−s2
× cos(nψ − σ2n arcsin( sr))
]
dr .
Here the second and third equalities follow from the identities arccos(−x) = π − arccos(x),
arccos(x) = π/2− arcsin(x). The last equality shows (2.8), (2.9).
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For the following alternative relation between fn and gn we make use of the Chebyshev
polynomials of the first kind,
Tk(z) := cos (k arccos(z)) for |z| ≤ 1 .
We then have the following result.
Lemma 2.4. Let f ∈ C∞0 (DR). For n ∈ Z, let fn, gn denote the Fourier coefficients of f ,
Vµf , and write
(a) gˆn(t) :=
1
2
eµR
√
tgn(arccos(
√
t));
(b) fˆn(ρ) := Rfn(R
√
1− ρ );
(c) Kˆn(t, ρ) :=
1
2
∑
σ=±1 σ
neσµR
√
t−ρ Tn
(√
t
√
t−ρ+σ(1−t)√
1−ρ
)
.
Then fˆn and gˆn are related via:
∀t ∈ [0, 1] : gˆn(t) =
∫ t
0
fˆn(ρ)
Kˆn(t, ρ)√
t− ρ dρ . (2.10)
Proof. By using the Chebyshev polynomials and using the trigonometric sum and difference
identities we obtain
Kn(s, r)
=
∑
σ=±1
σneσµ
√
r2−s2Tn
(
cos(arcsin( s
r
)− σ arcsin( s
R
))
)
=
∑
σ=±1
σneσµ
√
r2−s2 Tn
(
cos(arcsin( s
r
)) cos(arcsin( s
R
))
+ σ sin(arcsin( s
r
)) sin(arcsin( s
R
))
)
=
∑
σ=±1
σneσµ
√
r2−s2 Tn
(√
1− s2
r2
√
1− s2
R2
+ σ s
r
s
R
)
=
∑
σ=±1
σneσµ
√
r2−s2 Tn
(√r2 − s2√R2 − s2 + σs2
rR
)
.
Inserting the latter expression in (2.8), making the substitution r2 ← R2−R2ρ and using (a)
yields
gˆn(t)
= 1
2
eµR
√
tgn(arccos(
√
t))
=
∫ R
R
√
1−t
∑
σ=±1
σn
eσµ
√
r2−R2+R2t
√
r2 −R2 +R2t
× Tn
(√r2 −R2 +R2t√R2t+ σR2(1− t)
rR
)
fn(r)rdr
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= 1
2
R
∫ t
0
fn(R
√
1− ρ)
∑
σ=±1
σneσRµ
√
t−ρ
× Tn
(√t− ρ√t+ σ(1− t)√
1− ρ
) dρ√
t− ρ .
With the definitions (b), (c) this gives (2.10).
3 Uniqueness of reconstruction
The integral equation (2.10) is of generalized Abel type. On the diagonal, the kernel Kˆn
takes the form
kn(t) := Kˆn(t, t) = Tn(
√
1− t) . (3.1)
Since the Chebyshev polynomials have zeros in [0, 1], the same holds for the function t 7→
kn(t). Consequently, standard theorems on well-posedness do not apply to (2.10), because
such results require a non-vanishing diagonal.
3.1 General uniqueness result
In order to show solution uniqueness of (2.10), we use the following result that has recently
been obtained in [32].
Lemma 3.1 (Uniqueness of generalized Abel equations with zeros on the diagonal, [32]).
Let the kernel Kˆ : ∆→ R, with ∆ := {(t, ρ) ∈ [0, 1]2 | 0 ≤ ρ ≤ t ≤ 1}, satisfy the following:
(K1) Kˆ ∈ C3(∆).
(K2) The set of zeros N(Kˆ) := {t ∈ [0, 1) | Kˆ(t, t) = 0} is finite and consists of simple
zeros of Kˆ(t, t).
(K3) For every t ∈ N(Kˆ), (β1, β2) := ∇Kˆ(t, t) satisfies
1 +
1
2
β1
β1 + β2
> 0 . (3.2)
Then, for any gˆ ∈ C([0, 1]), the generalized Abel equation
∀t ∈ [0, 1] : gˆ(t) =
∫ t
0
Kˆ(t, ρ)√
t− ρ fˆ(ρ) dρ (3.3)
has at most one solution f ∈ C([0, 1]).
Proof. See [32, Thm. 3.4].
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3.2 Uniqueness of the attenuated V-line transform
We now apply Theorem 3.1 to show uniqueness of a solution of equation (2.10).
Theorem 3.2 (Uniqueness of recovering fn). Suppose µR ≤ 3/2. For any f ∈ C∞0 (DR) and
n ∈ Z, the Fourier coefficient fn can be recovered as the unique solution of (2.8).
Proof. Let f ∈ C∞0 (DR) vanish outside a ball of Radius R2−R2a2 with a < 1. According to
Lem. 2.4, it is sufficient to show that (2.10) has a unique solution. To show that this is the
case, we apply Lem. 3.1 by verifying that Kˆn satisfies (K1)-(K3). Clearly, Kˆn is smooth for
t 6= ρ. Further, Kˆn can be written as power series only containing even powers of
√
st− ρ.
Consequently, Kˆn is also smooth on {(t, ρ) ∈ ∆ | t = ρ}, which shows (K1). Next, recall
kn(t) := Kˆn(t, t) = Tn(
√
1− t). As Tn has a finite number of isolated and simple roots this
implies (K2).
It remains to verify (K3). For that purpose, let t0 ∈ [a, 1) be a zero of kn and set
(β1, β2) := ∇Kn(t0, t0). Then
β1 + β2 = k
′
n(t0) = −
1
2
√
1− t0
T ′n
(√
1− t0
)
. (3.4)
Next we compute β1 = (β1 + β2)− β2. For small ǫ,
2Kˆn(t0, t0 − ǫ)
=
∑
σ=±1
σneσµR
√
ǫ Tn
(√
t0
√
ǫ+ σ(1− t0)√
1− t0 + ǫ
)
=
∑
σ=±1
σn
(
1 + σµR
√
ǫ
) (√t0T ′n(σ√1− t0)√
1− t0
√
ǫ
+
[t0T ′′n (σ√1− t0)
2(1− t0) −
σT ′n(σ
√
1− t0)
2
√
1− t0
]
ǫ
)
+O(ǫ2)
=
1√
1− t0
(
(2µR
√
t0 − 1)T ′n(
√
1− t0)
+
t0T
′′
n (
√
1− t0)√
1− t0
)
ǫ+O(ǫ2) .
Here for the last equality we used T ′n(−x) = (−1)n+1T ′n(x) and T ′′n (−x) = (−1)nT ′′n (x).
Because Tn is a solution of the differential equation (1− x2) T ′′n (x)− xT ′n(x) + n2 Tn(x) = 0
and t0 is a zero of t 7→ Tn(
√
1− t), it follows that −β2 = µR
√
t0√
1−t0 T
′
n(
√
1− t0). Together with
(3.4) we obtain
β1 =
2µR
√
t0 − 1√
1− t0
T ′n(
√
1− t0) . (3.5)
From (3.4) and (3.5) we finally conclude
1 +
1
2
β1
β1 + β2
= 1− 2µR
√
t0 − 1
2
=
3
2
− µR√t0 > 0 ,
which is (K3). Consequently, Lem. 3.1 implies that fˆn is the unique solution of (2.4).
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As a corollary of Thm. 3.2 we immediately obtain the following uniqueness result for the
attenuated V-line transform.
Corollary 3.3 (Invertibility of Vµ). Suppose µR ≤ 3/2. If f1, f2 ∈ C∞0 (DR) satisfy Vµf1 =
Vµf2, then f1 = f2.
Proof. Let f ∈ C∞0 (DR) satisfy (Vµf)n = 0 for all n ∈ Z. Thm. 3.2 shows that (2.8) has the
unique solution fn = 0, which implies f = 0. The linearity of Vµ gives the claim.
For the case of vanishing attenuation, in [26] we derived an explicit solution formula
for (2.8). We have not been able to derive a similar result µ 6= 0; currently we don’t know
whether such a solution formula exists. In the following section we show that (2.8) can be
efficiently solved numerically.
4 Numerical reconstruction algorithm
In this section we numerically implement the Fourier series approach. Suppose we have given
discrete data
g[p, q] ≃ Vµf (ϕp, arcsin(sq/R)) for (p, q) ∈ {0, . . . , P − 1} × {0, . . . , Q} . (4.1)
Here ϕp := 2πp/P and sq := qR/Q correspond to discrete vertex positions and half opening
angles. The goal is to estimate the values f(xi) of the emission distribution at grid points
xi = (i1, i2)R/M for i = (i1, i2) ∈ {−M, . . . ,M}2.
4.1 Basic reconstruction strategy
Thm. 2.3 shows that f can be recovered from Vµf by implementing the following steps:
(S1) Evaluate gn(ψ) :=
∫ 2π
0
(Vµf)(ϕ, ψ)e−inϕ dϕ.
(S2) Estimate fn by solving (2.8).
(S3) Evaluate f(rΦ(ϕ)) =
∑
n∈Z fn(r)e
inϕ.
(S4) Resample f to Cartesian coordinates.
As described in the following, in our numerical implementation we discretize any of these
steps. For (S1) and (S3), we use the standard FFT algorithm. For (S1), the FFT algorithm
outputs approximations to gn, which are used as inputs for (S2). After implementing (S3),
we have an approximation of f given on a polar grid. For resampling these values to a
Cartesian grid, we use bilinear interpolation in the polar coordinate space.
The main issue in the reconstruction procedure consists in solving the integral equa-
tion (2.8). For that purpose we use the product integration method with the mid-point
rule [23, 29, 40], that is presented in the following subsection.
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4.2 The product integration method for solving (2.8)
Evaluating (2.8) at the discretization points sq yields
g˜n(sq) :=
eµ
√
R2−s2q
2
gn
(
arcsin( sq
R
)
)
=
Q−1∑
j=q
∫ sj+1
sj
fn(r)
rKn(sq, r)√
r2 − s2q
dr .
Approximating Kn(sq, r) ≃ Kn(sq, rj) on r ∈ [sj , sj+1] where rj := (j+1/2)R/Q, we obtain
g˜n(sq) ≃
Q−1∑
j=q
wq,jKn (sq, rj) fn (rj) ,
wq,j :=
∫ sj+1
sj
r√
r2 − s2q
dr =
√
s2j+1 − s2q −
√
s2j − s2q .
Set wq,j = 0 for j ≥ q and define
❖ discrete kernels Kn = (wq,j Kn(sq, rj))q,j=0,...,Q−1;
❖ discrete data g˜n = (g˜n(s0), . . . , g˜n(sQ−1))T;
❖ discrete unknowns fn = (fn[0], . . . , fn[Q− 1])T.
The product integration method then consists in solving the following system of linear equa-
tions:
Find fn ∈ RQ such that g˜n = Kn fn . (4.2)
The matrix Kn is triangular. If Kn is non-singular, then (4.2) can efficiently be solved by
forward substitution.
4.3 Tikhonov regularization
Because the kernel function Kn has zeros in the diagonal, the matrix Kn has diagonal
entries being close to zero. As a consequence, solving (4.2) is numerically unstable. In order
to obtain stable solutions, regularization methods have to be applied. We apply Tikhonov
regularization [12, 15, 18, 31, 37] for that purpose, where regularized solutions fλn are defined
as solutions of the regularized normal equation(
KTn Kn+λn IQ
)
fλn = K
T
n g˜n . (4.3)
Here IQ is the Q×Q identity matrix and λ = (λn)n a vector of non-negative regularization
parameters.
For a non-vanishing kernel diagonal, the product integration method (4.2) is known to be
convergent of order 3/2; see [40, Theorem 3.5]. Due to the zeros of the kernels, such results
cannot be applied to the attenuated V-line transform. We are not aware of any results in
that direction. The numerical results indicate that for suitable selection of the regularization
parameter, a convergence analysis should be possible.
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4.4 Summary of reconstruction algorithm
In summary, we obtain the following reconstruction algorithm for inverting the attenuated
V-line transform.
Algorithm 4.1 (Numerical inversion of the attenuated V-line transform).
Input: Data g = (g[p, q])p,q ∈ RP×(Q+1); see (4.1).
Output: fλ ≃ (f(xi))i ∈ R(2M+1)×(2M+1).
(N1) Apply the FFT: (gn)n := FFT(g) .
(N2) For any n = −P/2, . . . , P/2− 1 do:
❖ Set g˜n(sq) :=
1
2
exp(µ
√
R2 − s2q )gn(arcsin( sqR ));
❖ Choose regularization parameters λn > 0;
❖ Compute fλn by solving (4.3).
(N3) Apply the inverse FFT: fλPOL := IFFT((f
λ
n )n) .
(N4) Resample fλPOL to a Cartesian grid.
Steps (N1) and (N3) in Alg. 4.1 consist of Q one-dimensional FFTs and therefore require
O(QP logP ) floating point operations (FLOPS). Using bilinear interpolation (N4) requires
O(M2) FLOPS. The most time consuming part is (N2) which consists of solving the P linear
equations (4.3), each with Q unknowns. Using the Cholesky decomposition these equations
are solved with approximately Q3/6 FLOPS. Supposing P,Q,M = O(N1/2), where N is
the total number of unknowns, the numerical effort of Alg. 4.1 therefore is O(N2) with a
small leading constant. On a standard PC, our algorithm requires about 1/40 seconds for
recovering about N = 40 000 unknowns.
5 Numerical results
For the following numerical results we use the true emission distribution (phantom) f⋆ shown
in Fig. 4.1(a). It is contained in the disc of radius R = 8 cm and represented by discrete
values on an (2M+1)× (2M+1) grid with M := 100. Attenuated V-line data are simulated
for P = 100 vertex positions indicated by white dots in Fig. 4.1(a). At every vertex position
we evaluate the attenuated V-line transform for Q + 1 half opening angles with Q := 100.
The attenuation coefficient is taken as µ = 0.15 /cm.
5.1 Data computation
For numerically computing the attenuated V-line transform, each of the two branches of
the V-line with vertex RΦ(ϕp) and half opening angle ψq is sampled at 2M + 1 equidistant
12
  
−6 −3 0 3 6
−6
−3
0
3
6
00.20.40.60.81
 
 
0.3 0.8 1.3
0.10.20.30.4
 
 
0.3 0.8 1.3
0.20.40.60.811.2
(b)
y−
ax
is 
[cm
]
x−axis [cm]
0.5
1.5
2.5
3.5
4.5
5.5
(c)(a)
opening angle [rad]opening angle [rad]
ve
rte
x [
rad
]
ve
rte
x [
rad
]
Figure 4.1: Phantom and data. (a) Emission distribution (phantom) evaluated at a
uniform (2M + 1) × (2M + 1) grid used for simulation studies. (b) Attenuated V-line
transform with µ = 0.15 /cm (c) Un-attenuated V-line transform.
discretization points in the interval [0, 2R]. The approximate function values fBL(RΦ(ϕp)−
j 2R
M
Φ(ϕp−σψq)) are computed by bilinear interpolation. Given these approximate function
values, we find
g[p, q] :=
2R
M
∑
σ=±1
M∑
j=0
fBL(RΦ(ϕp)− 2RM jΦ(ϕp − σψq)) e−2µjR/M (5.1)
as an approximation to Vµf(ϕp, ψq).
The numerically computed attenuated V-line data corresponding to the phantom of
Fig. 4.1(a) are shown in Fig. 4.1(b). For comparison purpose Fig. 4.1(c) shows the V-line
transform of the same phantom computed with attenuation value zero. One clearly notes
two effects of attenuation: First, compared to unattenuated data, the overall intensity of the
data is reduced. Second, and more importantly, the attenuation effects change non-uniformly
over the data domain, which makes attenuation correction a non-trivial issue.
5.2 Reconstruction results for simulated data
Next we present results of Alg. 4.1 applied to the data shown in Fig. 4.1. The first issue
that has to be addressed is the selection of the regularization parameter. For that purpose,
Fig. 5.1(a) displays the condition numbers κ(Kn) := ‖Kn‖ ‖K−1n ‖, which are a measure for
the instability of solving (4.2). Except for n = 0, the condition numbers are large. Hence
we stabilize any of the equations (4.2) except the one for n = 0. To get more inside in the
instability of (4.2), Fig. 5.1(c) shows the singular values of Kn. For any of the matrices
with n 6= 0, one observes a quite similar behavior. Therefore we use a constant positive
regularization parameter for n 6= 0. Such a choice turns out to perform well in our numerical
studies. Selecting the scalar regularization parameter still is a non-trivial issue. In the current
studies we have chosen it empirically by testing different values. Data driven strategies such
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Figure 5.1: Investigation of stability. (a) Condition numbers of Kn. (b) Relative
ℓ2-reconstruction error as a function of the regularization parameter. (c) Singular values
of Kn for n = 0 (top left), n = 1, . . . , 10 (top right), n = 11, . . . , 20 (bottom left), and
n = 21, . . . , 50 (bottom right).
as the discrepancy principle or the L-curve method [12, 18] will be investigated in future
studies.
For Fig. 5.1(b) we compute the relative ℓ2-reconstruction errors ‖f⋆ − fλ‖2/‖f⋆‖2 for
different values of the regularization parameter λ. One observes the typical semi-convergence
behavior expected for ill-posed problems: Starting with a large regularization parameter
λ, the error first decreases with decreasing λ up to an optimal λ⋆. A further decrease
of λ increases the error due to over-fitting of the data. In the present case, the optimal
regularization parameter turns out to be λ⋆ ≃ 0.0008. The corresponding reconstruction
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Figure 5.2: Reconstructions from simulated data. The regularization parameter has
been chosen close to optimal value in (a), very small in (b), small in (c), large in (d) and
very large in (e).
result is shown in Fig. 5.2(a).
Fig. 5.2(c) and Fig. 5.2(d) show reconstructions for not optimally selected regularization
parameters. The reconstruction results are still good which demonstrates the stability of our
algorithm with respect to the choice of the regularization parameter. In particular, a wide
range of parameters can be used to obtain accurate reconstructions. However, λ cannot
be chosen arbitrary far away from the optimal value: Fig. 5.2(b) corresponds to a small
regularization parameter far away from the optimal value. High frequency error is evident.
Fig. 5.2(e) shows results for a much too large regularization parameter resulting in a blurred
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Figure 5.3: Noisy data simulations. (a) Reconstruction using optimal λ. (b) Recon-
struction results using to small λ. (c) Reconstruction results using to large λ. (d) Relative
ℓ2 reconstruction error for various λ (e) Photon limited noisy data.
reconstruction.
5.3 Reconstruction results for photon limited data
An extremely important feature of any image reconstruction algorithm is its ability to deal
with noisy data. In order to investigate this issue, we performed simulations for limited
number of photon counts. For the data shown in Fig. 5.3(e) we use a total number of
1 894 918 photon counts and a maximal number of 573 photon counts on a single V-line.
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Figure 5.4: Stability with respect to correct attenuation value. (a) Recon-
struction from data shown in Fig. 5.3 using Alg. 4.1 with λ = 0.03 and assuming vanishing
attenuation. (b) Same for under-estimated attenuation µ = 0.125 /cm. (c) Same for over-
estimated attenuation µ = 0.175 /cm. The data is shown in Fig. 5.3 and has true attenuation
value µ = 0.15 /cm.
The reconstruction results for different regularization parameters are shown in Figs. 5.3(a)-
(c): In Fig. 5.3(a), the regularization parameter is chosen close to the optimal value, while
in Fig. 5.3(b) it is chosen much too small, and in Fig. 5.3(c) it is chosen much too large.
The same qualitative behavior as for simulated data can be observed. However, as expected,
the optimal regularization parameter is much larger and the reconstruction results worse
than in the simulated data case. The dependence on the regularization parameter has been
investigated by computing the relative ℓ2-error shown in Fig. 5.3(d).
In practical applications the attenuation value µ may not be known exactly. We therefore
apply Alg. 4.1 with attenuation values that are different from the true attenuation. Results
are shown in Fig. 5.4 where we used the same noisy data as above and a regularization
parameter of λ = 0.03. One notices that the reconstruction results are quite stable with
respect to the correct attenuation value. On the other hand, the poor reconstruction quality
assuming vanishing attenuation shown in Fig. 5.4(a) clearly demonstrates that ignoring
attenuation produces unacceptable results.
6 Conclusion
In this paper we established a Fourier series approach for inverting the attenuated V-line
transform arising in SPECT with Compton cameras. We have been able to show invertibility
of the attenuated V-line transform and to derive an efficient reconstruction algorithm.
It is an interesting line of future work to generalize our results in various directions.
For example, similar inversion approaches may be derived for various geometries in two
dimensions (attenuated V-line transforms) and three dimensions (attenuated conical Radon
transform). Further interesting extensions consider the case of non-orthogonal axis and non-
17
constant attenuation. Finally, comparing our approach with iterative methods and testing
on real data are important future aspects.
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